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Installation Code

Table 2

F

48mm(1.89")

48mm(1.89")

A15.0mm

H

F

D

Lever

Code L22

N22,L22,P22,K22G32

15mm

(19/32")

Lockable

Code P22

Shackle size

Min. 2mm (5/64")

Max. 6mm (15/64")

15mm48mm50mm

(19/32")(1-31/32") (1-57/64")

37mm

(1-15/32")

(15/32")

N22,L22,P22,K22

N22,L22,P22,K22

G25

(19/32")

15mm

G16/U16

G10

9.5mm

12mm

(3/8")

S22

(19/32") (1-15/32")(1-13/16") (1-57/64")

(19/32")

15mm48mm

(1-31/32")

50mm

(1-57/64")

37mm

(1-15/32")

13mm32mm33mm

15mm

(33/64")

48mm

(1-19/64")

46mm

(1-17/64")

28.5mm

37mm

(1-1/8")

HL

Table 1

Installation

Code

Current

Rating

Code

S

Length L = No of Stages x S + W

F HD W

S

Locking lever

Panel Thickness

3mm Max.

(1/8")

22.5mm

Key Lock

Code K22

Drilling Plan

(7/8")

13mm

(1/2")

3mm
(1/8")

CAM SWITCH INSTALLATION INSTRUCTIONS

Panel Thickness

3mm Max.

(1/8")

(19/32")

Panel Thickness

3mm Max.

(1/8")

(19/32")

(19/32")

Panel Thickness

3mm Max.

(1/8")

Panel Thickness

3mm Max.

(1/8")

Panel Thickness

3mm Max.

(1/8")

P.O. BOX 496

BEAVER, PA 15009

PH: 724-775-7926

FX: 724-775-5283

www.c3controls.com

e-mail: info@c3controls.com

      WARNING

 * Disconnect Power before proceeding with any work on this equipment.

 * Installation and maintenance by technical personnel only.

 * Installation of c3controls product must be in accordance with the NEC (U.S. National Electrical Code) regulations or local codes/standards

per your application. Any violation of these safety requirements could  result in a personal injury and/or result in damage to the equipment.

      AVERTISSEMENT

 * Débranchez le Pouvoir(la Puissance) avant la suite de n'importe quel travail sur cet équipement.

 * Installation et maintien par personnel technique seulement.

 * L'installation de produit c3controls doit être conformément au NEC (le Code Électrique national américain) des règlements ou des codes/normes locaux par

votre demande. N'importe quelle violation de ces exigences de sécurité pourrait aboutir à une blessure personnelle et-ou aboutir aux dégâts à l'équipement.

Product Installation Data can be downloaded

from our website, www.c3controls.com

Thank You for choosing

IL100156

REV 2

Panel Gasket

Environmental Ratings

 * Ingress Protection:

        - Maintained Operators: Type 1, 3, 3R, 4/4X, 12, and IP65.

        - Spring Return Operators: Type 1, 3, 3R, 12, and IP65.

        - Terminals: IP20.

 * Ambient Operating Temperature: -25°C to +55°C / -13°F to +131°F.

 * Altitude: 2,000m / 6,562ft.
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ON-OFF CAM SWITCHES

Maintained 60°

Maintained 90° Spring return 45°

CHANGEOVER CAM SWITCHES

Maintained 60°

Maintained 90°

4

D2

D3 D1

MULTI-STEP CAM SWITCHES

3-Position

4-Position

5-Position

6-Position

MOTOR REVERSING CAM SWITCHES

AMMETER & VOLTMETER CAM SWITCHES

A61 A91 & B93 A41

CODES: 11***

1 to 10 Poles 1 to 4 Poles

CODES: 13***

CODES: 21***

B61 & C62 B91,C91 & C92

B61

CODE : 51211

CODE : 51210

Z63

Z94

Z65

Z66

CODES: 31059, 31079, 31099 & 31130

CODES: 31060, 31080, 31100 & 31131

CODES: 31062, 31082 & 31102

CODES: 31061, 31081, 31101 & 31132

Z9312

Z4313

Z9325

Z9326

Z9321

Z9000

CODE : 41312

CODE : 41313

CODE : 42325

CODE : 42321

CODE : 42326

CODE : 42000

1 to 6 Poles
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