
 

C E R T I F I C A T E  O F  C O M P L I A N C E  
   

Certificate Number  20191011-E508090 

Report Reference  E508090-20190927 

Issue Date  2019-OCTOBER-11 

 

 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  

 
Page 1 of 2 

Issued to:  C3CONTROLS 

664 STATE ST 

PO BOX 496 

BEAVER PA 15009-0496 

   

This certificate confirms that 

representative samples of 

 CIRCUIT-BREAKER ACCESSORIES 

See Addendum Page for Models 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate.  

   

Standard(s) for Safety:  UL 489 : MOLDED-CASE CIRCUIT BREAKERS, 

MOLDED-CASE SWITCHES, AND CIRCUIT-BREAKER 

ENCLOSURES 

CAN/CSA C22.2 No. 5 : MOLDED-CASE CIRCUIT 

BREAKERS, MOLDED-CASE SWITCHES, AND CIRCUIT-

BREAKER ENCLOSURES 

Additional Information:  See the UL Online Certifications Directory at  

https://iq.ulprospector.com  for additional information. 

 
 

 
This Certificate of Compliance does not provide authorization to apply the UL Mark.  Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
USL/CNL - Open Type Auxiliary switch, Cat no: 1100-SA211 
USL/CNL - Open Type Alarm Switch, Cat no: 1100-STA211 
USL/CNL - Open Type Shunt Trip Device, Cat no: 1100-SRXD & 1100-SRXF 
USL/CNL - Open Type Under voltage/Over voltage Device, Cat no:      
          1100-URXD &  1100-URXF 
USL/CNL - Open Type Locking Device (Lock On, Lock Off), Cat no: 1100- 
          LO1 
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